
SCHEDULE OF ITEMS

The following Special Item Number s (SIN's) descriptions listed below are NOT complete in
themselves.  Tests and other applicable requirements are in the Technical Requirements booklet
(TRB) following the schedule of items and at the National Furniture Center’s website
www.nfc.fss.gsa.gov/specs.  If there is not enough room to write all styles names, etc., please
attached a sheet.  NOTE:  Any broadloom item listed below may be offered with and /or without
attached cushion (or hardback), as long as the attached cushion of hardback meets the minimum
requirement as stated in the TRB as applicable.  Any tile item may be offered with cushionback
or hardback as long as it passes the AACHEN test as stated in the TRB.

Estimated sales are sales reported by current contractors for GSA’s Fiscal Year
1999.

SIN 31-1 Broadloom, woven and/or knitted, nylon, wool, and/or wool/nylon blend.

Estimated Sales:  $905,055

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________

SIN 31-2 Broadloom, tufted, nylon, wool, and/or wool nylon blend.  EXCEPT FOR
THE FOLLOWING SINs THAT ARE SET-ASIDE FOR SMALL BUSINESS
SINs 31-2A, 31-2B, & 31-2C .

Estimated Sales:  $9,938,927

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________

SIN 31-2A 30 oz cut pile - SMALL BUSINESS SET-ASIDE

Estimated Sales:  $147,586

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________

SIN 31-2B 36 oz cut pile.- SMALL BUSINESS SET-ASIDE

Estimated Sales:  $94,394

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________



SIN 31-2C 30 oz loop pile - SMALL BUSINESS SET-ASIDE

Estimated Sales:  $36,653

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________

SIN 31-3 Broadloom, tufted, olefin and/or olefin/nylon blends.  Minimums for cut
pile:  5,000 density 32 oz/sy pile weight, 4.5 twist (singles & ply)  Minimums
for loop pile:  4,500 density, 28 oz/sy pile weight.  SMALL BUSINESS SET-
ASIDE

Estimated Sales:  $795,804

Brand Name(s)_________________________________________________________

Offeror___________________________ Delivery Time _____________________

SIN 31-4 Carpet Tiles, nylon, wool, and/or wool/nylon blend

Estimated Sales:  $17,716,682

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________

SIN 31-5 Antimicrobial Carpet, nylon, broadloom and/or tiles (See TRB)

Estimated Sales:  $394,196

Brand Name(s)_________________________________________________________

Offeror___________________________ Delivery Time______________________

SIN 31-6 Computer Grade (Static Dissipative) Carpet, nylon, broadloom and/or
tiles (see  TRB.).

Estimated Sales:  $171,769

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________



SIN 31-7 Indoor/Outdoor Carpet, tufted and/or non-woven, olefin.  Minimums:
Solution dyed olefin, colorfastness 4 @ 1,000 hours, yarn ply and twist do not
apply.  Tuft bind does not apply to nonwoven items.

Estimated Sales $25,000

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________

SIN 31-8 Stain Resistant Carpet, nylon (commercial grade) broadloom and/or tiles.
(see  TRB.).

Estimated Sales:  $7,044,309

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________

SIN 31-9 Residential Carpet, cut pile, wool, nylon and/or olefin.  Minimums for nylon:
3,400 density, 3.5 twist (singles and ply), 28 oz/sy pile weight, colorfastness - 4
at 40 hours.  Minimums for wool & Olefin:  4.5 twist (singles and ply), 30 oz/sy
pile weight.

Estimated Sales:  $183,837

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________

SIN 31-10 High performance/heavy duty carpet, nylon.  Minimums:  5,000 density, 1/10
gauge, 300 oz. tuft bind (loop pile), 4.75 twist singles and ply (cut pile),
delamination strength 4.0 lb. 40 oz/sy pile weight for loop pile, 50 oz/sy pile
weight for cut pile.

Estimated Sales:  $64,406

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time ----__________________

SIN 31-11 Rubber carpet cushion - Includes cellular, waffled, high density (see  TRB.

Estimated Sales $157,945

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time -____________________



SIN 31-12 Urethane carpet cushion - Includes prime, prime densified, high density, and
bonded (see TRB.)

Estimated Sales:  $41,248

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

SIN 31-13 Natural fiber (hair, jute) Carpet Cushion (See TRB)

Estimated Sales:  $91,20294

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________

SIN 31-14 Synthetic needled fiber cushion (See  TRB.)

Estimated Sales:  $20,462

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________

SIN 31-15 Accessorial Services and Accessories  -(indicate which items offered)
Cutting and binding, custom colors, custom patterns, adhesive, carpet cove
base, optional attached cushion back (must meet minimum requirements of
the TRB) attached hardback adhesives (Offer carpet adhesives compatible
with your products).  Must meet min. reqmts. of the TRB.  Submission of
low VOC (volatile organic compound) emitting, low odor products which
help alleviate indoor air pollution are encouraged).

Note:  Only offerors who are awarded a contract for at least one of SIN’s 31-1 through 31-10,
31-16a or 31-16b are eligible for award under this SIN.  (i.e  you must have an award for the
basic SIN in order to be awarded and accessory to it).

Estimated Sales:  $1,000,746

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________



SIN 31-16a Recycled content broadloom carpet and carpet tiles - (commercial grade).
Includes broadloom carpet and carpet tiles whose face fibers and/or backing
materials are manufactured from post-consumer products.  Fiber can be extruded
from polyethylene therephthalate (PET) drink or foodstuff containers or from
reclaimed fiber which has been processed and extruded again into first quality
carpet fiber.  Certify percentage of recycled content used.  (See footnote 1/)
Nylon and wool fiber shall meet performance and other applicable requirements
as stated in the TRB to this solicitation, except that wool is exempt for the WOOL
MARK/WOOL BLEND MARK certification.  Polyester, olefin, and other synthetic
fibers shall meet additional minimum requirements under SIN 31-3 of this
solicitation.

Estimated Sales:  $1,165,129

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________

SIN 31-16b Recycled content broadloom carpet  (residential grade).  Includes
broadloom carpet whose face fibers and/or backing materials are manufactured
from post-consumer products.  Fiber can be extruded from polyethylene
therephthalate (PET) drink or food stuff containers or from reclaimed fiber
which has been processed and extruded again into first quality carpet fiber.
Certify percentage of recycled content used.  (See footnote 1/).  Nylon and
wool fiber shall meet performance and other applicable requirements as stated
in the TRB to this solicitation, except that wool is exempt from the WOOL
MARK/WOOL BLEND MARK certification.  Polyester, olefin, and other
synthetic fibers shall meet additional minimum requirements as stated under
SIN 31-9 of this solicitation.

Estimated Sales:  $25,000

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time ____________________

SIN 31-17 Optional Installation - Only offerors who are awarded a contract for at least
one of SIN’s 31-1 through 31-10, 31-16a or 31-16b are eligible for award
under this SIN.  Installation shall be in accordance with the Carpet and Rug
Institute (CRI) Standards for Installation of Textile Floorcovering Materials
(104 for Commercial /105 for Residential) for all aspects not specifically
covered by manufacturers recommendations (See footnotes 2 & 3 below).
Except for Furniture Lifting, SIN 31-17I, installation prices shall be based on
carpet installation in an open, empty office/dormitory/quarters space on a
“clean floor”.  A “clean floor” is one whose condition is appropriate to accept
carpet with no additional preparation other than possible sweeping clean.



A power stretcher must be used for all installation as appropriate.  Floor must be
vacuumed after installation.  Trash may not be disposed of on Government property.
Subfloor preparation (take-up and disposal of existing floor covering, flashpatching for
uneven floor, extensive floor cleaning, cost of temporary warehousing, etc.) is not
covered by this contract and may be negotiated with the customer agency on an open
market basis.

Payment for carpet purchased shall be made by customer agency prior to installation.
When installation is required in conjunction with carpet purchased under contract, the
contractor may invoice separately for the carpet.  Further instructions will be provided to
customer agency in the printed schedule.

Compliance with all local laws, regulations and ordinances are the responsibility of the
contractor.  Installation shall be preformed during normal hours of ordering agency,
Monday through Friday, Holidays excluded (unless otherwise required by ordering
agency).

Warranty - All installation work must be guaranteed for a minimum of 1 year for any
defect in workmanship and materials used to install the carpet.

Furniture Lift Carpet Replacement Requirements, SIN 31-17I.  Using appropriate “lifting”
equipment and trained technicians allows installation of new carpet tile, with modular and
systems furniture in place and with minimal disruption to the occupied work area.  All
carpet installation requirements listed in above SIN 31-17 apply except with regard to
prices being “based on installation in an open, empty office, dormitory, quarters space…”..



All furniture systems shall be lifted by equipment which has been structurally engineered
for that particular system.  An open dialog with appropriate furniture manufacturers prior
to installation, to work out any possible problem areas, is strongly encouraged.  No
crowbars or modified car jacks are to be used.  No phones or electronic equipment shall
be unplugged.  After each installation session, work area must be returned to normal
working order with all furniture in original location.  Since work is being performed in an
occupied work area, “low VOC” or “no VOC” adhesives are to be used.  The GSA carpet
contractor will be required to provide upon request, to Government customers requesting
lifting.  An onsite demonstration of the equipment and method to be used for “lifting”.
Any additional information on which to base procurement decisions.

31-17A Direct gluedown w/o attached cushion $________ sq/yds
31-17B Direct glue down with attached cushion $________ sq/yds
31-17C Double stick or double gluedown $________ sq/yds
31-17D Stretch-in (tackless) over separate cushion $________ sq/yds
31-17E Carpet tiles (Modules)  NO COST
31-17F Full Spread (carpet tiles $________ sq/yds
31-17G With Grid (carpet tiles $________ sq/yds
31-17H Non Wet Adhesive $________ sq/yds
31-17I Furniture Lifting for/Carpet Installation

(see requirements above) $________ sq/yds
31-17J Carpet Appearance Retention Program (CARP).  See technical requirements

in the TRB.  Only offeros who are awarded a contract for at least one of SIN’s
31-1 through 31-10, 31-16a, or 31-16b are eligible for award under this SIN:

Cleaning Method/Other Charges
Steam cleaning (hot water extraction) $_________
sq/ft
Shampooing (rotary brush) $_________
sq/ft
Dry Compound (i.e. Host, Capture) $_________
sq/ft
Dry Foam\ $_________
sq/ft
Absorbent pad or bonnet1/ $_________
sq/ft
Post-cleaning treatments $_________
sq/ft
(Deodorants, soil/stain protectors, etc.)

The following areas have been known to be high cost areas for the various types of installation listed above:  Boston,
New York, Chicago, St. Louis, Kansas City, Miami, San Francisco, Philadelphia and Los Angeles.  Offeror who
anticipate higher cost for the above listed areas should indicate in their offer, by separate attachment if necessary,
pricing for referenced areas.  Also list any areas that are not listed above that you anticipate to be a high cost area.

1/ Certification must be a letter referencing each applicable style name listing percentage of recycled content, signed and dated
by the carpet manufacturer.  The Government reserves the right to inspect and test supplies for conformance with all contract
requirements.



2/ We recommend offerors to utilize Floor Covering Installation Board (FCIB) certified carpet installation workrooms where
possible.  We acknowledge that mill-certified installers also promote the quality of installation practices required for Federal
Government customers.
Please include this information, when applicable, in your offer.  Any installation certification credentials or membership in industry
associations, i.e., Floor Covering Installation Contractors Association (FCICA), ( FCIB) etc., will be required to be listed in your
Government price list to facilitate customer information and decisionmaking.  For  additional information concerning
the certification program, FCIB, or to obtain a list of certified businesses, contract the Floor Covering Installation Board, 310
Holiday Avenue, Dalton, GA  30720, phone:  (706) 226-5488.
3/ Use of low VOC (volatile organic compound) emitting, low odor adhesives which help alleviate indoor air pollution
are recommended whenever possible.

Estimated Sales $2,831,749

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

SIN 31-18 Recycling Programs - Provide information on your recycling program.  If you
are offering this

program to the Government, please explain in detail your procedures, including
your commercial price list along with the price being offered to the government.
Only offerors who are awarded a contract for at least one of SIN’s 31-1 through
31-10, 31-16a, 31-16b, 31-101, 31-111, 31-201 and 31-209 are eligible for award
under this SIN.  Your offer will be evaluated on an individual basis.

Estimated Sales $23,212

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

SIN 31-19 Carpet Lease Program - The Lessor shall deliver and be responsible for the
installation of the
products.  Lessee will be responsible for obtaining all necessary floor
preparations and Lessor shall not be obligated to commence installation until
Lessor has accepted in writing the condition of all floor surfaces which are to
have the products installed on them.  The initial term of the lease shall begin the
date the products are delivered to and installed at the Lessee’s installation site
and shall continue for a period of 12 months (1 year), with four (4) buy-out
options.  All leased products shall remain at the original installation site unless
Lessor agrees in writing for them to move to another location.  The parties agree
that the products are not and will not become fixtures and are, shall remain,
personal property.  Lessee agrees that it shall not allow the Products to become
subject to any interest other than Lessor, as, owner, and Lessee, as lessee..

All lease terms are one–year buy-outs to be executed at the end of each 12-month
period at prices indicated. At the end of the closed end lease the final with buyout
amount shall be paid to the Lessor.



Open-Ended Lease:

Monthly cost:  $___________

Buy-out:  (residual value)

1st Year $___________ 4th year $____________

2nd Year $___________ 5th year $____________

3rd year $____________

Estimated Sales $25,000

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________

SIN 31-101 Vinyl composition tile:  solid color throughout the thickness, in accordance
with Composition 1, Class 1 of ASTM F-1066.  Overall size is 305 x 305
mm.     See 1/

Estimated Sales $25,000

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

SIN 31-102 Vinyl composition tile:  pattern throughout the thickness, in
accordance with Composition 1, Class 2 of ASTM F-1066.  Overall size
is 305 x 305mm. See 1/

Estimated Sales $612,292

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

SIN 31-103 Solid vinyl tile and linoleum tile:  (Linoleum shall meet performance
requirements in accordance with ASTM F 1700).  See 1/

Estimated Sales $10,495

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________



SIN 31-104 Rubber tile with raised surface design:  solid color or pattern in
accordance with ASTM F-1344, Class I. See 1/

Estimated Sales $41,255

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

SIN 31-105 Rubber tile with smooth surface design:  solid color or pattern in
accordance with ASTM F-1344, Class I. See 1/

Estimated Sales $40,588

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

SIN 31-106 Residential grade vinyl composition tile: must be marketed as a residential
grade in commercial brochure.  Products meeting Composition 1, Class 3 of
ASTM F-1066 are also considered acceptable in this category.

Estimated Sales $25,000

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

SIN 31-107 Vinyl or Linoleum sheet flooring with backing:  Vinyl, smooth or raised
surface, solid color or pattern, in accordance with ASTM F-1303, Type I,
Grade 1 (minimum 0.51 mm thick wearlayer), or Grade 2 (minimum 0.36
mm thick wearlayer), Type II, Grade 1 (minimum 1.27 mm thick
wearlayer), or Grade 2 (minimum 0.76 mm thick wearlayer) or Linoleum
in accordance with ASTM F 1700 (performance requirement only; tile
squareness not applicable).  “Crosswalk” by Armstrong or similar product
is also acceptable under this SIN.  See 1/

Estimated Sales $70,252

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

SIN 31-108 Vinyl sheet flooring without backing:  Solid color or pattern throughout
the thickness, in accordance with ASTM F-1303, Type II, Grade 1
(minimum of 1.27 mm in thickness), (backing requirements not
applicable).  See 1/

Estimated Sales $17,227

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________



SIN 31-109 Rubber sheet flooring:  Smooth or raised surface design, with solid color
or pattern in accordance with ASTM F-1344, Class I (tile squareness
requirements not applicable).  See 1/

Estimated Sales $82,888

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

SIN 31-110 Residential grade vinyl sheet flooring:  Must be marketed as a residential
grade in commercial brochure.

Estimated Sales $9,709

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

SIN 31-111 Electrostatic discharge protection sheet flooring:  Either tile or sheet
form, with a minimum of 25,000 ohms and a maximum of 107 ohms
electrical resistance.  Electrical resistance measured according to general
methodology of NFPA 99.  NFPA 99 is modified to 70 degrees, 20%
Relative Humidity and use 100 volts in lieu of 500 volts.  Use appropriate
instrumentation during testing as recommended by IBM for performance of
their version of the NFPA Method.  For tiles, in addition to the surface-to-
ground test, surface-to-surface testing is required.  Products that use non-
permanent surface finishes in order to achieve the electrical resistance
requirements are not acceptable. See 1/

Estimated Sales $11,978

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

SIN 31-112 Accessories: Adhesives and matching accessories such as stair treads with
the same surface pattern as the rubber tile.  Other accessories include:
nosing, stringers, riser, cove base, and corner angles.

Estimated Sales $150,846

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________



SIN 31-113 Optional Installation (Hard surface, tile and rolls)  Installation shall be in
accordance with the manufacturer’s recommended procedures, i.e., moisture
tests, adhesion tests, compatible adhesives, seam sealers, etc., as applicable.
Prices quoted shall be based on installation in an open, empty
office/dormitory/quarters space on a “clean floor.”  A “clean floor” is one whose
condition is appropriate to accept resilient flooring products with no additional
preparation other than possibly sweeping clean.  Trash is not to be disposed of on
Government property.

Subfloor preparation (takeup and disposal of existing floorcovering, flashpatching for
uneven floor, extensive cleaning, is covered under SIN 31-20 Ancillary Services.

Payment for floorcovering products purchased shall be made by customer agency prior to
installation.  When installation is required in conjunction with floorcovering purchased
under contract, the contractor may invoice separately for the floorcovering.

Compliance with all local laws, regulations and ordinances is the responsibility of the
contractor.  Installation shall be performed during normal hours of ordering agency,
Monday through Friday, holidays excluded.

Warranty.  All installation work must be guaranteed for a minimum of 1 year for any
defect in workmanship and materials used to install the floorcovering.

Estimated Sales $50,096

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________

SIN # DESCRIPTION PRICE

31-113A Direct gluedown of vinyl composition floor
tile or solid vinyl tile.  (SIN’s 31-101, 31-102,
31-103 & 31-106) $________sq/ft

31-113B Direct gluedown of rubber tile
(SIN 31-104 & 31-105) $________sq/ft

31-113C Direct gluedown of static dissipative tile
(SIN 31-111)

$________sq/ft

VINYL AND RUBBER SHEET FLOORING

31-113D Direct gluedown by full spread adhesive method
of commercial (SIN 31-107 or residential
(SIN 31-110)vinyl sheet $________sq/yd

31-113E Direct gluedown by perimeter adhesive method
of residential sheet vinyl (SIN 31-110) $________sq/yd



31-113F Direct gluedown by full spread adhesive method
of rubber sheet flooring (SIN 31-109) $________sq/yd

31-113G Heat welding seams on vinyl sheet flooring $________lin./ft

31-113H Flash coving vinyl sheet flooring at walls $________lin./ft

COVE BASE, TREADS, RISERS, ETC.

31-113I Install cove base(includes carpet type) $_________lin./ft

31-113J Install stair treads $_________lin./ft

31-113K Install risers $_________lin./ft

31-113L Install stringers $_________lin./ft

31-113M Install stair nosing $_________lin./ft

Note:  Only offerors who are awarded a contract for at least one of SINs 31-101 through 31-111 are eligible for award
of SINs 31-112 and 31-113.

1/ - Offered items shall pass ASTM E 648 (Radiant Panel Test) with a critical radiant flux in either Class 1 (0.45
watts/cm2 or more) or Class 2 (0.25 watts/cm2 or more).  Items shall also pass ASTM E 662 (Smoke Density Test) with
a maximum specific optical density of 450 (flaming mode).

The Radiant Panel and Smoke Density tests shall be not more than 1 year old at any time during the term of the
contract.  The contractor is required to maintain, on file, copies of all current test results.  The Contracting Officer
reserves the right to require copies of current test results at any time before or during the contract.  A letter (not test
results) certifying that all items meet the above test requirements shall be enclosed with the offer.  The certification
letter must be signed and dated by an official of the company.  Information furnished by the offeror in accordance with
previous requirements shall in no way affect the Government’s right to inspect and test the supplies for conformance
with all contract requirements.
31-201 Interlocking Modular Mats, rigid or semi-rigid, of rubber or plastic

composition which have a raised, open grid construction permitting the free
passage of water, liquids, and dirt.  They shall be FUNGI AND GREASE
RESISTANT, .easy to clean and usable indoors or outdoors. ACCESSORIES.
SMALL BUSINESS SET-ASIDE

Estimated Sales $2,500

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time ---__________________

31-202 Resilient Mats and Matting with and without logos have an open
construction, unbacked, of rubber or plastic composition which are FUNGI
AND GREASE RESISTANT.  Regular or heavy duty types.
ACCESSORIES

Estimated Sales $37,938

Brand Name(s)_________________________________________________________



Offeror___________________________  Delivery Time ---__________________

SIN 31-203 Mats and Matting with & without logos with nylon, polyester,
polypropylene or other synthetic face, tufted, woven or bonded to a solid
rubber or vinyl backing.  The surface shall be carpet-like in appearance, cut
and/or loop pile.  The items shall be nonstaining, capable of withstanding
frequent washing, suitable for indoor or outdoor use, skid and curl resistant,
colorfast and available with borders and/or nosing.  Matting in rolls shall have
borders.  Coir fiber is acceptable in rolls only.  Oriental/floral designs are
unacceptable. SMALL BUSINESS SET-ASIDE

Estimated Sales $136,100

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time _____________________

31-204 Mats and Matting with & without logos polyethylene (Astroturf type)
Vinyl or vinyl coated fibers forming a loop or cut pile surface; carpet
appearance; tufted, woven or other manufacture; solid attached cushion.  The
top surface shall be open to remove, trap and hide dirt and permit water to flow
through to the backing with drainage primarily off the edges with no
accumulation on the top.  The matting shall be slip and curl resistant, not
distort or cause a safety hazard in normal traffic use.  Polyethylene (Astroturf
type) construction acceptable in rolls only.  ACCESSORIES

Estimated Sales $264,162

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________



31-205 Anti-static, carpet type or smooth faced mats and matting which are tested in
accordance with:  (1) AATC 134* for static generation and (2) the general
methodology of NFPA 99 for electrical resistance.  NFPA 99 is modified to 21
degrees Celsius, 20% Relative Humidity and 100 volts in lieu of 500 volts.  Items
shall have a maximum static generation (AATCC 134) of 2.0 kV and an
electrical resistance (NFPA 99) between a minimum of 25,000 ohms and a
maximum of 109 ohms.  Static control shall be permanently built into the material
through conductive fibers, grids, filaments, grounding devices or similar
methods.  Included are chair mats and area mats not to exceed 15.24 m2.

Carpeting, carpet tiles, and desk top mats are not acceptable.  ACCESSORIES
NOTE:  All items must be cleaned prior to administering the AATCC 134 test
in order to remove extraneous finishes.  The sample must be cleaned once in
accordance with AATCC 138 or AATCC 171 and then rinsed twice using the
same extraction system but with clear hot water, flooding under tap water to
ensure removal of cleaning agents.  SMALL BUSINESS SET-ASIDE

Estimated Sales $7,847

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

31-206 Wire woven link mats with logos woven therein:  Mats shall be
constructed of stain free and mar free synthetic material.  ACCESSORIES
- SMALL BUSINESS SET-ASIDE

Estimated Sales $42,739

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

31-207 Industrial Carpet Tile, synthetic or natural fiber, tufted, non-woven or
needle punched into a tile back, or tires abraded to expose the fiber plies, all
with carpet-like appearance.  Intended for utilitarian indoor and/or outdoor
use as a mat, runner or area covering in and around entrances, walkways
and industrial areas.  Not intended for use in office areas or households.
The tile shall not curl whether glued down or free-lay.  Tile colors shall be
durable and not run or fade.  Requirements for the Pill Test shall be met and
Radiant Panel Testing by ASTM E 648 is desired.  ACCESSORIES
SMALL BUSINESS SET-ASIDE

Estimated Sales $2,500

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________



31-208 Anti-slip matting, mineral coated (or equal) on top surface.  Low
profile, vinyl mat with a ribbed or flat surface.  Grease, oil, fungus and
flame resistant.  Suitable for indoor and outdoor use and available in mat
or roll form.  The matting should be curl resistant and not distort or cause
a safety hazard in normal traffic use.

Estimated Sales $7,921

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

31-209 Anti-fatigue mats and matting.  With either of the following constructions:
(1) a two piece construction with a unicellular foam base bonded to a solid
rubber or plastic covering (except 762 mm (30”) wide, 914 mm (36”) deep, and
13 mm (1/2”) thick dimension) or (2) a homogenous rubber or plastic
construction with a raised surface design.  Items shall be marketed as anti-
fatigue mats or matting in commercial brochures or they will not be accepted.

Estimated Sales $20,105

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

PLEASE NOTE THE FOLLOWING RESTRICTIONS AND/OR REQUIREMENTS:

Logo mats are to include only organizational name and/or insignia.  Personalized mats are NOT
ACCEPTABLE.

- Test results from static generation (AATCC 134) and static resistance (NFPA 99) MUST BE
SUBMITTED WITH YOUR OFFER FOR SIN 31-205 PRODUCTS.

- All Mats and Matting with carpet-like appearance shall meet the flammability regulation
DOC-FF-I-70 (Pill Test) and MUST BE SUBMITTED WITH YOUR OFFER.

- All test results required under this section must be from an independent testing
laboratory and must be not more than 1 year old at time of submission of offer.

31-998 Worldwide Products (International) SIN:

This SIN covers items for use only in foreign destinations.  (Items that will
be sold within the United States shall be offered under one of the other
SINs, as appropriate.)  Items offered under this SIN shall comply with one
of the other SIN descriptions in this schedule, excluding any performance
test requirements.  Offerors shall identify the SINs that describe the items
being offered by checking the categories below.  Offerors shall certify that
items offered have been tested and found to comply with minimum safety
standards for the countries in which the products are sold.



q q Broadloom, woven and/or knitted (31-1)
q q Broadloom, tufted (31-2)
q q Carpet Tiles (31-4)
q q Antimicrobial Carpet (broadloom and/or tiles) (31-5)
q q Computer Grade (Static Dissipative) Carpet (broadloom and/or tiles)(31-6)
q q Indoor/Outdoor Carpet (31-7)
q q Stain Resistant Carpet (broadloom and/or tiles)(31-8)
q q Residential Carpet (31-9)
q q High Performance/Heavy Duty Carpet (31-10)
q q Rubber carpet cushion (31-11)
q q Urethane carpet cushion (31-12)
q q Natural fiber carpet cushion (31-13)
q q Synthetic needled fiber cushion (31-14)
q q Accessorial services & accessories (31-15)
q q Recycled Content Carpet, commercial (broadloom and/or tiles) (31-16a)
q q Recycled Content Carpet, residential (broadloom) (31-16b)
q q Optional Installation (31-17)
q q Recycling Programs (31-18)
q q Carpet Leasing (31-19)
q q Vinyl Composition Tile (solid color) (31-101)
q q Vinyl Composition Tile (patterned) (31-102)
q q Solid Vinyl Tile & Linoleum Tile (31-103)
q q Rubber Tile (raised surface design)(31-104)
q q Rubber Tile (smooth surface design) (31-105)
q q Residential Grade Vinyl Composition Tile (31-106)
q q Vinyl or Linoleum Sheet Flooring with Backing (31-107)
q q Vinyl or Linoleum Sheet Flooring without Backing (31-108)
q q Rubber Sheet Flooring (31-109)
q q Residential Grade Vinyl Sheet Flooring (31-110)
q q Electrostatic Discharge  Protection Sheet Flooring (31-111)
q q Accessories (31-112)
q q Optional Installation (31-113)
q q Resilient Mats & Matting, open construction (31-202)
q q Mats & Matting, polyethylene, vinyl or vinyl-coated fibers (31-204)
q q Mats & Matting , anti-slip, mineral coated (31-208)
q q Mats & Matting, anti-fatigue (31-209)
q q Introduction of New Products (INP) (31-999)

Estimated Sales $37,803

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________

31-999 Introduction of New Products (INP):  A new or improved product is a product
not currently available under any GSA contract that has the potential to provide
more economical or efficient means for Federal agencies to accomplish their
mission.  It may be a product existing in the commercial market not yet
introduced to the Federal Government or a product that has been improved.  It
also may perform a new task or procedure not currently available from products
under any GSA contract.



The vendor must be capable of demonstrating that the product has the potential to
provide more economical or efficient means for Federal agencies to accomplish
their mission; performs a new task or procedure not currently available under any
GSA contract.

As determined by the Government, there are no similar items available under any
existing Special Item Number (SIN).
Vendors must understand that there is no guarantee that the product offered will
be recognized and accepted as a new product.

Technical review of items may be considered.  The Government has sole
discretion to determine whether an item shall be accepted as a new product.
Items offered under this SIN shall comply with applicable industry safety and
performance standards.  Offerors shall identify standards and certify that
products have been tested and found to comply with the standards.  GSA may
require compliance with standards not identified with the offer if GSA decides it
is necessary to ensure the safety of the product.

Estimated Sales $25,000

Brand Name(s)_________________________________________________________

Offeror___________________________  Delivery Time__________________
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TECHNICAL INSTRUCTIONS, INSPECTION, AND REQUIREMENTS

Definitions.  For the purposes of this solicitation, the meaning of all carpet terms used will be as    defined
in the Carpet and Rug Institute's "Carpet Specifier's Handbook" except fusion bonded.  Fusion bonded tile
construction shall be defined as "embedding fiber or yarn between two parallel sheets of adhesive coated
backings.  The sheets are slit, forming two pieces of cut pile carpet which are simultaneously combined
with a reinforcing layer yielding a unitary structure.  This method does not include sewing, stitching, or the
use of needles in any part of the process, before or after fiber or yarn implantation."

Test Procedures. Unless otherwise specified, the latest revision of referenced test methods, e.g., ASTM,
AATCC, etc., in effect on date of the solicitation issue shall be the required test procedure.

Carpet Fire Safety Standards.  Note that the Pill Test (CPSC FFl-70) is mandatory for all carpets.
Contractors have the option of further testing their carpets for a radiant panel and/or a smoke density
rating.  Federal Government customers will be advised of flammability ratings for each carpet through the
contractor brochures.  (See page 12 for explanation of GSA fire safety codes.)

Carpet Fibers.  All synthetic fiber shall be minimum 15 denier per filament, with minimum 2-ply yarns.
Except for wool, loop pile shall be 100% continuous filament; cut and loop shall be 100% continuous
filament for the loop portion and may be continuous or staple filament for the cut pile portion; cut pile carpet
shall be staple or 100% continuous filament; for the cut pile portion; cut pile carpet shall be staple or 100%
continuous filament.  For all loop and cut and loop items, when ply is co-mingled, turns per inch (twist) does
not apply. Heat setting of yarn plies is required when twist is specified.  Twist is not required in cut pile
carpet when using a singles yarn with crimp permanently heatset by the fiber producer at the fiber stage.
Such yarn produces a carpet with a velvet appearance.  In regard to wool fiber, characteristics such as
denier per filament, co-mingled, and crimp heatsetting do not apply.  However, wool and wool/nylon blend
fiber must bear the Wool Mark, Wool Blend Mark (Wool Bureau), Fernmark (Wools of New Zealand), etc.

Fiber Verification.  In order to advertise to Government customers in contract brochures and marketing
efforts that they use a particular fiber brand name in a particular style of carpet, offerors must submit
written certification that a particular fiber is being provided for a specific carpet style.  If a carpet
manufacturer uses its own yarn/fiber brand name, the manufacturer must certify that this is the yarn/fiber
name used commercially in that particular carpet style.

Pre-dyed Yarns.  Pre-dyed yarns are dyed before tufting, weaving or bonding take place and include (but
are not limited to) skein, stock, solution, and space dyeing.  Yarns dyed by the beck process (normally
used for dyeing carpet) are not considered pre-dyed yarns.
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INSPECTION AND QUALITY ASSURANCE PROVISIONS

Responsibility for inspection. Unless otherwise specified in the contract or purchase order, the contractor
is responsible for the performance of all inspection/test requirements as specified herein.  Except as
otherwise specified in the contract, all testing must be performed by a laboratory accredited by the
Commerce Department's National Voluntary Laboratory Accreditation Program (NVLAP).  The Government
reserves the right to select samples and perform any of the inspection/tests set forth herein where such
inspection/tests are deemed necessary to assure that supplies and services conform to prescribed
requirements.

Classification of tests.  The inspection and testing of carpet items shall be classified as (1) preaward, and
(2) post award testing.  Inspection and testing of cushion and adhesives shall be classified as (1) preaward
and (2) post award testing.

Carpet preaward and post award testing (general). Preaward and post award testing shall consist of all
applicable tests on pages 4 and 5 of the Technical Requirements Booklet.

Each separate construction of each item must be tested.  NOTE:  Only one color/pattern for each
construction is required to be tested.  However, if there is any other difference between items other than
color and/or pattern, separate test results are required.  The laboratory's actual test report must be
submitted, not a summary prepared by the offeror.  If any construction changes are made to an awarded
item, the contractor must request approval in advance from the Contracting Officer.  Re-testing will, in most
cases, be required prior to approval.

For carpet styles which are marketed with an attached cushion, testing is required for the product as a unit
(carpet and cushion); in addition, separate testing is required for the cushion characteristics (see page 6,
section A).  When a carpet style is offered as optional with attached cushion, testing for the basic carpet
(without cushion) is accepted, along with separate testing for the cushion characteristics (pg. 6, section A).

When a tile product and matching 6-foot roll carpet are offered, testing of the tile product will suffice if the
matching broadloom is identical in construction, i.e., same backing and face yarn systems.  Offeror must
certify that the constructions are, in fact, identical.

Cushion/adhesive preaward and post award testing (general).  Preaward and post award testing for
cushion shall consist of all applicable tests on pages 6 and 7 and page 11, paragraph A, of the Technical
Requirements Booklet.  Preaward and post award testing for adhesives shall consist of the applicable test
on page 4 of the Technical Requirements Booklet.

Preaward carpet and cushion/adhesive test submission.  Preaward test results must be submitted with the
offer.  Test results must be dated no earlier than 180 calendar days prior to submission.  Test results will be
reviewed to determine if they are complete, accurate, and show passing results for all required tests.
Offerors will be notified of the results of this review, and will be given 30 calendar days to make any
necessary corrections.  Failure to submit complete, accurate, passing test results within the time given will
result in rejection of the offer for the applicable item(s).
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Post award carpet and cushion/adhesive test submission.  Post award testing is required one year after
award and each year thereafter during the contract period.  The test results must be submitted through the
GSA Quality Assurance Specialist (by mail or in person) to the GSA Contracting Officer.  Due dates for the
next set of tests will not be changed due to contractor's failure to submit complete, passing results on time.
It is the contractor's responsibility to ensure that testing time frames are met (including allowing sufficient
time for GSA Quality Assurance personnel to witness sampling and testing, when applicable).  Contractors
may be precluded from shipping the applicable item(s) at any time during the contract when complete,
accurate, passing test results are not received on time.  Contractors will be given one opportunity to correct
any deficiencies in their test results or to submit test results that were not submitted on time.  Failure to
submit complete, accurate, passing test results in the allotted time may result in termination for default of
the applicable item(s).

Sampling.  For purposes of testing, a sample of each item (in sufficient quantity to do the testing), made
from a current production run, will be tested/inspected to all requirements specified under the Test
Requirements Section of this booklet, as applicable.

Certification of test results at time of contract award.  Preaward test results are to be submitted with the
offer.  There could be a considerable time lapse between submission of preaward test results and new
contract start dates.  Therefore, at contract award, the contractor is required to submit a letter signed and
dated by an authorized company official certifying that the carpet style(s) on contract is/are in fact the
same construction(s) (yarn system, dye method, backing system, etc.) as tested at preaward.

TEST REQUIREMENTS FOR CARPET AND ADHESIVES
(AS APPLICABLE)

The contractor is required to submit preaward test results with the offer and post award test results every
year during the contract.  Test reports shall be made available to the GSA Quality Assurance Specialist
(QAS).  At the Government's option, after contract award, samples for testing may be selected by the GSA
QAS.

Marking of samples for lab testing.  In order to standardize information on NVLAP test reports, please
provide the following basic information with the carpet sample to be tested so that the lab can include it:
Style name/number, color, roll number, yarn lot number, fiber and brand/name, backing system (unitary,
PVC hardback, actionback, etc.) GSA contract number.
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Characteristic                                        Requirement                                                         Test Method

                                                                                                          Pile                                 36 X Pile Wt.      .
Density (min.)                                        4,000 unless otherwise          Density     =             Pile thickness/tuft height
                                                             specified                                                                     (as applicable)
                                                                                                                                              ASTM D 418 1/

Gauge (pitch)                                        As specified, only required                                        ASTM D 418
                                                              for SIN 31-10

Finished pile weight 2/                                                                                                           ASTM D 418

Yarn ply (min.) 3/                                   2 unless otherwise specified                                     ASTM D 1423

Denier per filament (min.)                     15 unless otherwise specified 4/                                ASTM D 861

Twist (TPI)                                             4 unless otherwise specified 5/                                 ASTM D 1423
cut pile)(min.)                                         (singles and ply)

Colorfastness to                                     4 at 40 unless otherwise specified                            AATCC 16E
light, (min.)

Tuft bind for loop, 6/                              160 (broadloom)/128 (tile & 6’rolls
cut & loop, & tip                                        w/tile back), unless otherwise                                ASTM D 1335
shear only, oz (min. avg.) specified

For wool & wool/                                     Must bear WOOL MARK,                                    Wool Bureau/Wools of
nylon blend carpets                          WOOL BLEND MARK, FERNMARK, etc.            New Zealand, etc., Certification

Flammability                                           7 passes from 8 specimens                                     DOC FF 1-70
(Pill test)

Flammability                                           See page 11                                                           ASTM E 648
(Radiant Panel)                                      (contractor’s option)

Flammability                                          See page 11                                                           ASTM E 662
(Smoke density)                                     (contractor’s option)

Certification of no                                   Ltr of certification                                                    Page 11, para. 1
nondurable treatment                             from manufacturer                                                  of this document

Flashpoint                                              Minimum 140°F (Test report may                           ASTM D 3278
(adhesives)                                            be from any recognized
                                                              independent laboratory)

Dimensional stability,                             +/- 0.027 (machine direction)                                   AACHEN
inch (carpet tile only)                              +/- o.027 (cross direction)

Electrostatic                                           3.5 KV (commercial) 7/                                            AATCC 134
propensity, max. for
gen. use carpet (Step                             5.0 KV (residential)
test only)                                                (except residential wool
                                                              carpets, SIN 31-9)

Electrostatic                                           2.0 KV 8/                                                                 AATCC 134
propensity, max.
for computer grade carpet (SIN 31-6)
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Electrical resistance                              Min. 25,000 ohms                                                    NFPA 99
for computer grade carpet                     Max. 109 ohms 9/
(SIN 31-6)

TVOC emissions                                   List 8-character compliance                                     CRI Green Label
                                                             number (contractor’s option)                                       Program
Antimicrobial and
fungicide tests                                       See page 10                                                           AATCC 174 - 1991
(SIN 31-5) 10/

Stain resistance                                    Must rate no less than 8.0                                        AATCC 175 - 1991
(stain resistant                                       on AATCC Red 40 Stain Scale
carpet only, SIN 31-8) 11/                      (10.0 is best)

Delamination strength                            4 (SIN 31-10 only)                                                  ASTM D 3936
(fabric secondary backing),
lbs per inch width, tufted
only, (min. avg. value)

1/  For measurement of pile height/pile thickness characteristic, if shearing under ASTM D 418 would result in a
significant stubble ultimately affecting test results, measurement by steel rule to the nearest 1/32 inch is
acceptable.
2/ As indicated in submitted commercial brochure specifications and to be confirmed in preaward and subsequent
testing.  A tolerance of -5%, any + tolerance acceptable except where a minimum is required or where a specific
ounce is specified.  When a minimum is required, the weight shall not fall below the stated minimum (zero minus
tolerance).  When meeting the minimum is not in question (e.g., stated minimum is 28 oz./sy and carpet offered
for the category is 36 oz./sy), the -5%, any + tolerance applies.  When a specific pile weight is specified (i.e.,
SIN’s 31-2A, 2B, and 2C) the acceptable tolerance is plus or minus 5%.  Finished pile weight: test may be
performed (on soft goods) prior to final backing application, provided no additional “finishing” is necessary (i.e.,
cut pile carpet has been sheared, and the only remaining process is final backing application).
3/  Where ply is co-mingled or air-entangled, a certification from the fiber supplier as to number of ply is required
in lieu of the ply test.  In lieu of ASTM D 1423, the offeror may submit a letter from the fiber producer certifying
the number of ply.
4/  In lieu of ASTM D 861, the offeror may submit a letter from the fiber producer certifying the denier per filament
of the offered fiber(s).
5/  For unusual or specialty yarn systems having no less than 4-ply cabled yarn, twist requirement will be
evaluated on a case-by-case basis.
6/  Tuft bind for cut and loop styles:  When a carpet style is manufactured with both cut and loop pile, and the loop
placement is clearly for aesthetics and design, waiver of the tuft bind requirement will be considered on a case-
by-case basis.
7/  All shall have a static control construction which gives adequate durability and performance.  All these carpets
except those made with natural fiber shall be cleaned for 3 cycles (once with detergent, followed by two clear
water rinses)  before testing for electrostatic propensity (AATCC 134).  Cleaning shall be in accordance with
AATCC 171.
8/  Electrical resistance measured according to general methodology of NFPA 99 for conductive floors, modified
to measure in required range - 70°, 20% Rel. Hum. and to use 100 volts in lieu of 500 volts.  Appropriate
instrumentation as recommended by IBM for performance of their version of the NFPA Method. Electrical
resistance requirements relate to an installed carpet. NOTE:  For carpet tiles, in addition to the surface-to-ground
test, surface-to-surface testing is required.
9/  Report both antimicrobial and fungicide test results before washing and after washing (see page 10, para. 3).
10/  Modified by exposing sample to 100 revolutions of the Taber Abrader (1,000 gram weight per H-18 wheel)
and then stain testing in the abraded area.  Note:  Size and shape of sample may be adjusted as necessary to
accommodate the Taber Abrader test.  Color of carpet tested shall not be red, red tone, or a very dark color (dark
blue, black, brown, etc.)  that would mask the red staining material used in the test. carpet to be tested.  When
stain resistant carpet is offered in both broadloom and tile constructions, only one construction need be tested to
AATCC 175.   The Government (Quality Assurance Specialist and/or Contracting Officer) reserves the right to
select the carpet to be tested.
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TEST REQUIREMENTS FOR CARPET CUSHION

The contractor is required to submit preaward test results with the offer and post award test results once a year
during the contract.

A. ATTACHED carpet cushion.  When carpet is manufactured with an attached cushion, it must meet the following
minimum requirements (SIN 31-15).

      Characteristic                           Requirement                                                                            Test Method
                                                                               URETHANE
                                                 Chem. Frothed     Mech. Frothed     EVA & PVC

Density, min.                                        11                       14                      15                                 ASTM D
3574
(lb/ft 3)

Compression force deflection                                                                                                         ASTM D
3574
Compression deflection                          5                          5                      __                                ASTM D
1667
min., (PSI)                                                                                                  12

Compression
Set, max. % (50%)                                15                         15                     __                               ASTM D
3574

Ash content
max. %                                                  50                         50                     50                               ASTM D
297

B.  UNATTACHED carpet cushion (must be manufactured with a scrim or latex coating at least on one side, as
applicable, to facilitate ease of installation).  All cushion shall pass the pill test (CPSC FF-1-70), (see pg. 12, para.
a).

RUBBER SIN (31-11)

                                            Rippled (waffled)         Cellular Sponge
                                            Cellular                        Flat/Semi-flat               High density

Compression
resistance. min.(25%)                   .500                              2.5                              7                        ASTM D
3676

Compression set,                      12.5                                  8.75                          12.5                     ASTM D
3676
max.% (50%)

Ash content, max.                     50                                   50                               60                         ASTM D
297

URETHANE (SIN 31-12)

                                                Prime         Densified Prime             Bonded       High Density
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Density min. lb/ft3                      2.7                     3.5                           8.0                 15.0              ASTM D
3574

Compression force
deflection, min. (65%)                1.0                     1.8                           7.0                 45.0              ASTM D
3574

Compression set,
max.% (50%)                            15.0                   10.0                         15.0                15.0              ASTM D
3574

Ash content, max.%                  50.0                   50.0                         n/a                  50.0              ASTM D 297
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NATURAL FIBER (Rubberized Hair & Jute, Jute & Fiber) SIN 31-13)

     Characteristic                                              Requirement                                                 Test Method

Weight (oz./sq. yd., min.) 2/                                     40                                                         ASTM D 3676

Compression set, max. %                                        15                                                         ASTM D 1667 1/
at 25% deflection

Breaking strength, psi, min.                                      30                                                         ASTM D 2646

SYNTHETIC NEEDLED FIBER (SIN 31-14)

Weight (oz./sq .yd., min.) 2/                                     28                                                         ASTM D 3676

Density (lb./ft3, min.)                                                 7.0                                                       ASTM D 3676

Min. synthetic fiber by wt. (%)                                  95                                                         ASTM D 629

Breaking strength, psi, min.                                     30                                                         ASTM D 2646

1/  Compression set values to be calculated based on percentage of original thickness.
2/  As indicated in submitted commercial brochure specifications and to be confirmed in preaward and
subsequent testing.  (For products with weights exceeding the specified minimum (40 oz.).

C.  ATTACHED hardback backing (broadloom) (SIN 31-15).  Shall be a suitably compounded polymer or
copolymer of vinyl chloride resin plasticized with primary plasticizers only.  The compound shall be 0.070 (+0.015,
-0.010) inch thick, and weigh 50.5 ounces minimum per square yard.  As an alternate, the backing may be
composed of a fusion coated layer and a cellular vinyl layer, both suitably compounded.  Where the alternate
secondary backing is used (1) the cellular vinyl layer component shall be 0.070 (+0.015, -0.010) inch thick and
weigh 26.5 oz./sq. yd. minimum and (2) the fusion coated layer shall be homogeneous vinyl and weigh a minimum
of 24 oz./sq. yd.

VISUAL OVERALL AND DIMENSIONAL EXAMINATIONS

Visual Examination for Carpet.  The defects listed below shall be counted regardless of their proximity to one
another, except where two or more defects represent a single local condition of the carpet, rug, or tiles in which
case only the serious defects shall be counted.  Continuous defects shall be counted as one defect for each
square yard or fraction thereof in which they occur.  The sample unit for this examination shall be one square
yard for broadloom and cut rugs and one carpet square for tiles.  The sample size shall be based on ANSI/ASQC
Z1.4, with an AQL of 2.5 major and 6.5 total defects (major and minor combined) per hundred units (square
yards/carpet tile).  When examination is made of full carpet rolls, not more than one-fifth of the total sample
square yardage shall be examined on any one roll.  When the lot consists of less than 5 rolls, an approximate
equal number of square yards shall be examined on each roll to yield the sample yardage.  When examination is
made on cut rugs/tiles, the number of rugs/tiles selected shall be sufficient to yield the sample yardage.  Visual
examination shall be made at a distance of approximately 6 feet.
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CLASSIFICATION OF VISUAL DEFECTS

                                                                    Classification
Examine                             Defects                                                                                     Major
Minor

Finish and                          Not evenly constructed, affecting appearance.                                                    X
Appearance
                                          Marks across carpet                                                                     X

                                          Discolored areas affecting appearance (variations in color                                   X
                                          due to crushing of pile shall not be considered a defect).

                                           Any noticeable unevenness on top surface appearance                                      X

                                           Any objectionable color other than specified,                                                      X
                                           visible on top surface pile.

                                           Any obvious streak lengthwise (not part of pattern)                      X

                                           Pilling or fuzzing of pile yarn                                                                               X

                                           Spots or stains or embedded foreign matter                                                        X

Material and                        Tufts missing in pile or not firmly secured                                   X
Workmanship
                                           Seams: (when specified) not properly sewed or taped                 X
                                           (N/A to carpet tile).

                                           Binding: (when required) edges not securely bound                     X
                                           (N/A to tiles).

                                           Poor color match                                                                                               X

                                           Back coating skips                                                                                             X

                                           Backing reinforcement (when specified) imperfectly applied,       X
                                           poor adherence.

                                           Cut, hole or tear                                                                           X

                                           Carpet tile does not lay flat                                                           X

Overall Examination for Carpet. Each defect listed below shall be counted not more than once in each unit
examined. The sample unit for this shall be one roll, rug, or tile. The number of rolls, rugs, or tiles examined for
visual examination above shall be the sample size for this examination. The lot shall be unacceptable if one or
more of the following defects are found.

Defects:

Overall uncleanness.
Rancid or otherwise objectionable odor.
Type not as specified.
Edges of rugs not finished as required.
Color not matching as required.
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Dimensional Examination for Carpet. Each defect listed below shall be counted not more than once in each unit
examined. The sample unit for this shall be one roll, rug, or tile. The number of rolls, rugs, or tiles examined for
visual examination
above shall be the sample size for this examination. The lot shall be unacceptable if one or more of the following
defects are found.

Defects:

Cut rugs - width or length (more than) 1 percent less than specified.
Rolls - width (more than) 1 percent less than specified. A variation in quantity
  of plus 5% of the quantity ordered with a maximum limitation of 25 square yards
  (see contract for Variation in Quantity Clause). Total yardage in sample - total
  gross length of all pieces in sample less than the total gross lengths marked on
  piece tickets.
Tiles - width or length more than plus or minus 1/32" from that specified.

Inspection of Preparation for Delivery. An inspection shall be made to determine that the packaging, packing and
marking comply with the requirements as specified in the contract or order.  Defects shall be scored in
accordance with the listing below.  Sampling shall be in accordance with ANSI/ASQC Z1.4.  Defects of closure
listed shall be examined on shipping units in the end item inspection lot.  The inspection level shall be S-2 with an
AQL of 4.0 defects per hundred units.

Examine             Defect

Marking              Omitted; incorrect; illegible; improper size, location sequence, or method of
                           application.

Material              Any component missing or damaged.

Workmanship     Inadequate application of components such as incomplete closure of container
                           flaps, loose strapping, inadequate stapling, or distortion of container.

Contents             Net weight exceeds the requirements of the applicable box specification.

Visual Examination for Carpet Cushion. The defects listed below shall be counted regardless of their proximity to
one another, except where two or more defects represent a single local condition of the cushion, in which case
only the more serious defect shall be counted.  In full length rolls continuous defects shall be counted as one
defect for each yard or fraction thereof in which they occur.  The sample unit for this examination shall be 1 roll.
The acceptable quality level shall be 6.5 defects per hundred units.  The inspection level shall be level S-4. The lot
size shall be expressed in units of 1 linear yard when full length rolls are specified and one piece when special cut
sizes are specified.  When examination is made of full length rolls, not more than one third of the total sample
yardage shall be examined in any one roll.  When the lot consists of less than 5 rolls, an approximate equal
number of yards shall be examined on each roll to yield the sample yardage.

Defects:

Woven or non-woven backing not securely adhered to cushion.
Woven or non-woven backing not uniform.
Cut, hole or tear of any size in cushion or backing.
Thin or weak place in cushion or backing.
Length of pieces or width not as specified.
Dirty or stained.
Objectionable odor (normal urethane or rubber smell acceptable).



3FNE-00-591

13

Packaging, Packing and Marking of Carpet, Carpet Tiles and Carpet Cushion and Carpet Adhesive, if Offered.
The packaging, packing and marking shall be as stated in the contract or order.

TEST REQUIREMENTS FOR ANTIMICROBIAL CARPET

Only carpet and carpet tile offered under Special Item Number (SIN) 31-5 requires antimicrobial effectiveness.
However, if the contractor wants to claim antimicrobial effectiveness for carpets and tiles offered for other SIN's,
those items must also pass the required tests in AATCC Test Method 174, Antimicrobial Activity Assessment of
Carpet, as indicated below.  Test results provided by the offeror must be from a laboratory accredited under the
Commerce Department's National Voluntary Laboratory Accreditation Program (NVLAP) and must indicate
compliance with requirements of the cited tests.

EPA Registration Number Requirement for Biocide

In addition to passing Antimicrobial and Fungicide Tests (AATCC 174), claims of antimicrobial effectiveness must
be accompanied by a certification dated and signed by the biocide supplier, including his EPA Registration
Number for the biocide, stating that the treatment is being provided to the offeror for use in the submitted carpet
style.  Where more than one biocide is used in the manufacture of the carpet, certification is required for all
treatments.

Washing Requirement (AATCC Test Method 171 or 138)

Carpet specimens must pass the antimicrobial and the fungicide tests, as applicable, before and after being
washed 8 times in accordance with AATCC Test Method 171 (3 times with detergent, followed by at least 5 clear
water rinses, flooding under tap water to ensure removal of cleaning agents.  As an alternative, the 8 washes may
be performed in accordance with AATCC Test Method 138.

Carpet need not be dried between washes; use a hydro-extractor to remove excess water from specimens
between washes; dry carpet specimens at 160 degrees + 2 degrees F.  Report antimicrobial and fungicide test
results before and after washing.

Antibacterial Activity Test (AATCC 174, Part I (qualitative) OR Part II (quantitative))

The contractor must test for antimicrobial inhibition in accordance with either AATCC Test Method 174, Part I,
Qualitative Assessment of Antibacterial Activity on Carpets: Single Streak Method, OR Part II, Quantitative
Assessment of Antibacterial Activity on Carpets (contractor's option).  Testing of an untreated control sample is
not required.

1. If the Part I Qualitative test is used, the zone of inhibition must be a minimum of 2 mm for Gram positive
bacteria and a minimum of 1 mm for Gram negative bacteria.  In addition, any growth in the contact area is
unacceptable.  One specimen (fiber up or fiber down) (para. 11.5) must pass the test.

2. If the Part II Quantitative test is used, a minimum of 90 percent reduction against each organism is required.
NOTE: Para. 19.3 Use adequate inoculum to contact the carpet face fiber and the carpet backing.)

Antifungal Activity Test AATCC 174, Part III)

The contractor must pass Part III, Antifungal Activity Assessment of Carpet Materials: Mildew and Rot Resistance
of Carpet Materials.  Any growth on the specimen is unacceptable.  One specimen (fiber up or fiber down) (para.
24.5) must pass the test.  Testing of an untreated control sample is not required.
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FLAME RESISTANCE AND SMOKE DEVELOPMENT REQUIREMENTS

For all carpet covered by this solicitation, no nondurable treatment shall be applied in the processing of the carpet
that improves its flammability or smoke development characteristics and enables it to meet the test criterion for
flame resistance or smoke density.  A nondurable treatment is one which can be removed by normal maintenance
procedures to the extent that the carpet no longer meets the test criterion.  A certification from the contractor that
this requirement has been met must be provided at the time of bid and with each test cycle.  Failure to provide the
certification prior to award will result in rejection of the offer for
the applicable item(s).  Failure to provide this certification during the contract period may result in termination for
default of the applicable item(s).

The Government has the option to verify the requirements specified in the preceding paragraph.  For verification,
the carpeting shall be washed before testing to determine that the requirements have been met.  The method for
washing carpet shall be AATCC 124.

a. Consumer Product Safety Commission (CPSC) Standard FF 1-70 (Pill Test)  (MANDATORY FOR ALL
CARPETS).  Carpeting, tiles and carpet cushion covered by this solicitation shall meet the flame resistance
requirements and tests conducted in accordance with CPSC Standard FF-1-70.

b. ASTM E-648 Critical Radiant Flux of Floorcovering Systems - TESTING AT CONTRACTOR'S OPTION.  Carpet
tested in accordance with ASTM E 648 shall have a critical radiant flux level averaging not less than 0.22 or 0.45
watts/cm2 when tested in accordance with ASTM E-648. The contractor has the option of qualifying his carpet for
either 0.22 or 0.45 watts/cm2.

When the Critical Radiant Flux testing specified above is performed: (1) carpet with an attached cushion shall be
tested as an integral unit, that is, tested together with the attached cushion, and mounted as specified in the
Mounting Procedures referenced in the test method, (2) carpet without an attached cushion shall be tested (a)
over separate cushion designated in the test method and/or (b) mounted directly to the inorganic mill board as
specified in the Mounting Procedures.

The test conditions (i.e., with an attached pad, without any pad, or over the rubber-coated jute and animal hair
pad) shall be clearly and specifically described in any contract documents or advertising literature on the tested
carpets.  This is mandatory since fire safety requirements often detail a specific level of protection required;
therefore the material used and method of installation must comply.  A cautionary notice should be included that
the critical radiant flux levels reported are only applicable when installation corresponds with the testing conditions,
e.g., radiant flux levels obtained in a direct gluedown test are not valid for an installation over pad.

c. ASTM E-662 Specific Optical Density of Smoke Generated by Solid Materials TESTING AT CONTRACTORS
OPTION.  When tested in accordance with ASTM E-662, carpeting shall have a maximum specific optical density
not exceeding 450 (flaming exposure).

CARPET FIRE SAFETY STANDARDS (see also pages 1, and 4)
Fire safety standards for carpeting vary from agency to agency.  For example, Class B and C listed below meet
the requirements for GSA Public Buildings Service (PBS) controlled building space while Class A has been
included for agencies which may have more stringent requirements.
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Class A carpet must pass the following:

(1) Consumer Product Safety Commission Standard CPSC FF-1-70 (Pill Test).
(2) ASTM E 648 (Radiant Panel Test) with a Critical Radiant Flux (CR) of 0.45
    watts/cm2 or greater
(3) ASTM E 662 (Smoke Density Test) with a maximum specific optical density not
    exceeding 450 (flaming exposure)

Class B carpet must pass the following:

Meets the same requirements as above, except CRF of 0.22 watts/cm2 or greater

Class C carpet must pass the Pill Test (CPSC FFl-70).

USE AREAS *

Unsprinklered corridors and offices - for PBS controlled space, Class B is required.  Individual agencies should
confirm their fire safety regulations.

Sprinklered corridors and offices - for PBS controlled space, Class C is required Individual agencies should
confirm their fire safety regulations.

Health Care and other areas - individual agency regulation may vary.  However, Class A carpet is being provided
for those ordering activities who have requirements over and above those specified by PBS.

As indicated on pages 1, 4, and 11 of the Technical Requirements Booklet, Radiant Panel and Smoke Density
tests are at the contractor's option; the Pill Test is mandatory.  As part of the preaward testing requirements, test
results are to be submitted with the offer.  While Radiant Panel and Smoke Density Tests are optional, any items
for which these test results are not submitted must be noted as Class C in contract brochures.  Once a carpet
item has been rated for a particular fire safety code (A, B, C), that rating or higher should be maintained
throughout the contract period.  If a rating is upgraded or downgraded, the contractor must send notification (post
card, etc.) to all addressees to which brochures were provided.  It is the contractor’s responsibility to ensure all
customers are aware of fire rating changes.

When Class B carpet is required, Class A may be substituted; when Class C carpet is required, Class A or Class
B carpet may be substituted.

Carpet Appearance Retention Program (CARP)(SIN 31-17J)

Only offerors who are awarded a contract for at least one of SIN’s 31-1 through 31-10, 31-16a, or 31-16b are
eligible for award under this SIN.   Agency orders for maintenance, cleaning and repair shall be placed only in
conjunction with an order for Schedule contract carpet, and only with the contractor who provides that
carpet.  Customer orders for a maintenance program within one year of carpet purchase from schedule contract
may be accepted.   The GSA carpet contractor is responsible for all information, supplies and services offered
under this SIN whether provided inhouse or through their subcontractor.

   The carpet contractor is responsible for advising the customer as to the appropriate/acceptable carpet style,
color, and pattern for the intended use area, recommended method(s) and schedule for cleaning heavy, medium,
and light traffic areas, areas appropriate for walk-off mats 1_/, and maintaining carpet to the customer’s expected
level of appearance retention and performance, thus assisting in prolonging the useful life of the carpet and
optimizing the customer’s flooring investment.

   Carpet cleaning shall be in accordance with the Institute of Inspection, Cleaning & Restoration Certification
(IICRC) Carpet Cleaning Standard S001 (Standard Reference Guide for Professional Materials (latest issue)
for all aspects not specifically covered by manufacturer’s recommendations.  Copies may be obtained from the
IICRC at 2715 East Mill Plain Blvd., Vancouver, WA 98661, telephone: (360) 693-5675.  Federal customers will be
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encouraged to obtain a copy of this document as well as the carpet manufacturer’s recommended carpet
maintenance procedures so that they can be informed participants in their own carpet maintenance program.
Contractors shall provide an 800 telephone number or equivalent for customer service on maintenance
matters.  Please take into consideration that many of our overseas customers have advised us they do not have
access to 800 numbers.

   Cleaning and Maintenance include but are not limited to a programmed maintenance (monthly, bimonthly,
quarterly, annual cleanings, depending on use areas.  If necessary, restoration cleaning is available).  Also
included are recommended scheduling for vacuuming, power pile lift, cleaning, and spot cleaning, as needed.
Customer’s daily maintenance staff or service will perform routine upkeep (janitorial service) of vacuuming, spot
and stain cleaning and pile lifting using the manufacturer’s approved products and equipment and in accordance
with training provided by the carpet manufacturer’s maintenance provider.

     Post-cleaning treatments (deodorants, disinfectants, soil/stain protectors, etc.) may be provided when
requested by the customer and must be applied only when in accordance with carpet manufacturer’s instructions.

     Carpet drying time - under no circumstances shall carpet drying time exceed 24 hours with proper ventilation
and drying fans.  Water temperature should never exceed 120 degrees F.

     Safety - All cleaning and specialty agents and equipment used before, during, and after cleaning must be
used in accordance with appropriate safety regulations.

     Indoor Air Quality - It is the Government’s intent to provide a program which not only preserves carpet
appearance, but also improves indoor air quality by reducing contaminants present in indoor furnishings.

The GSA carpet contractor must, if requested by the ordering agency:

    1.  Provide evidence that their maintenance provider has been active in the commercial market for a minimum
of 2 years.

    2.   List any minimum service amount per job, as applicable.

    3.   List any warranty limitations and exclusions, i.e., any cleaning method which voids product warranty.

     4.  List any warranty extension benefits to the customer for electing to use this program, i.e., extension of
carpet warranty.

In addition, as a measure of technical competency of maintenance provider, carpet contractor must:

    5.  Provide evidence of a company requirement for initial and ongoing formal training programs of
management and employees in a variety of cleaning disciplines through certifying national or regional
organizations such as IICRC, or through comparable franchise or independent training and testing organizations.

    6.  Submit a minimum of three recent (within the last 2 years) references, with telephone numbers, of
customers using your maintenance services.  We encourage inclusion of letters attesting to level of service and
competency.

    7.  List any community (e.g., Chamber of Commerce), charitable or similar organizations with which your
provider is involved.

NOTE:  Supplier will be required to list any memberships in professional associations as well as certification
credentials in Government contract brochures and pricelists to facilitate customer information and
decisionmaking.

Furniture moving to access carpet underneath should be considered part of the normal cleaning job. Special
attention to spots and stains and special treatment with “pre-conditioning” agents in heavily soiled entry and
traffic areas also should be included in the cost of normal cleaning.  Moving of heavy items such as computers
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and loaded cabinets or extremely fragile furnishings, and extreme soiling situations which would require prolonged
effort, are outside the scope of this contract and may be negotiated by the customer on an open market basis.

Cleaning methods/post-cleaning treatments are as follows:

       Steam cleaning (hot water extraction)
       Shampooing (rotary brush)
       Dry compound (i.e., Host, Capture)
       Dry foam cleaning
       Absorbent pad or bonnet  2_/
       Post-cleaning treatments (deodorants, soil/stain protectors, etc.)

Note:  Kits containing interim use maintenance products which allow for quick stain removal between regularly
scheduled maintenance may be offered under SIN 31-15.   Provide 800 telephone number or equivalent for
customer service regarding maintenance matters.

 1_/  In recommending walk-off mats as an option to reduce carpet soiling, contractors are to refer Federal
customers  to GSA supply sources.  A listing of addresses and phone numbers of companies who provide mats
and matting, is available from the GSA contracting office at (703) 305-6745 or (703) 305-5213.

2_/ If specifying the bonnet method, please justify types of carpet and circumstances under which you will use
this method, since some carpet manufacturers indicated this cleaning method voids carpet warranties.
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GSA CARPET PREAWARD TESTING CHECKSHEET

OFFEROR:                                                                                  

SIN:                                

STYLE NAME (& FIBER BRAND):                                                               

TEST                         OK  N/A  FAIL  OLD

WRONG
TEST
METHOD

NOT
SUBMITTED OTHER

DENSITY
GAUGE/PITCH
(SIN 31-10 only)(      )

PILE WT.     (      )

YARN PLY

DENIER PER FILAMENT
              Ply
TWIST PER IN. Single

COLORFASTNESS

TUFT BIND

WOOL MARK

PILL TEST

RADIANT PANEL

SMOKE DENSITY

FLAMMABILITY RATING   A   B   C
CERTIFICATION (No nondurable
treatment)

Pg.   ,
para.

DIMENSIONAL STABILITY
(Tile only)
ELECTROSTATIC PROPENSITY
 GENERAL USE (KV)
ELECTROSTATIC PROPENSITY
(SIN 31–6 ONLY) COMPUTER GRADE

ELECTRICAL RESISTANCE
(SIN 31-6 ONLY) COMPUTER GRADE
ANTIMICROBIAL
(SIN 31-5 ONLY)

FUNGICIDE (SIN 31-5 ONLY)
BIOCIDE CERTIFICATION (31-5 ONLY)
STAIN RESISTANCE (SIN 31-8 ONLY)
DELAMINATION STRENGTH
(SIN 31-10 only)
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BRANDED FIBER LETTER

TRADEMARK REGISTRATION #

CRI GREEN LABEL # if applicable


